
MATIC Oil
300 12 Z

Functions

Construction

Safety devices

Pump characteristic curve

Oil
Performance specifications with heat transfer oil Tool-Therm SH3 at 200 °C

Cooling capacity

Oil
Cooling water flow rate: 40 l/min @ 10 °C Heat transfer fluid flow rate: 60 l/min

Fluid circuit diagram

IRIS control system
Pt100 temperature sensor in feed and return line
Heater control via solid-state relay
Pump with variable speed and automatic eco
mode
Display of system and supply pressure
Time-limited filling
Mold draining
Leak-stop operation

High-temperature pump with mechanical seal
Fixed piping in stainless steel
Heating elements made of Incoloy 800
Maintenance-free flow meter
Scale-free heat exchanger
No oil cracking due to optimised fluidics and
heater control
Expansion vessel
Unit on castors

Redundant, mechanical temperature limiter
Pump motor monitoring via frequency inverter
Configurable monitoring thresholds and
corresponding responses
Configurable acoustic alarm
Integrated miniature circuit breakers
Main switch and switching power supply
Expansion vessel with safety shutdown on
overflow
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1 2/2-way valve (normally closed), 2 Pump with reversible pumping direction, 3 Shell and tube heat
exchanger, 4 Heating element, 5 Expansion vessel, 6 Temperature sensor, 7 Flow sensor,
8 Pressure sensor, 9 Level sensor, 10 Safety temperature limiter, 11 Safety valve, 12 Check valve,
13 Ball valve, 14 Filter
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Technical data

Oil

Maximum temperature 300 °C

Heating capacity 12 kW

Cooling capacity 90 kW

Fill volume (heat transfer fluid) min. 9 l

Expansion volume 17 l

Pump Z

Pressure and flow rate 4.2 bar, 72 l/min

Suction operation 8 mH₂O

Rated motor power 1.5 kW

Control system IRIS

Temperature measurement 3-wire Pt100 (F0.15 per IEC 60751), feed and return

Pump pressure measurement Piezoresistive pressure transmitter

Flow measurement (heat transfer fluid) Vane wheel sensor with inductive pick-up

Languages EN, DE, FR, IT, ES, NL, CZ, PT, HU, PL, SV, HBS, JA, TR, ZH, RO, ...

Interfaces IO1: RS232, RS485, CL 20 mA, CAN (accessory)

OPC-UA (standard) IO2: Profibus, Profinet, EtherNet/IP (accessory)

IO3: 0-10 V, 0/4-20 mA, external measurement (accessory)

Number of expansion module slots 1

Connections

Drain 1/2" BSPP (G1/2) F

Heat transfer fluid (feed and return) 3/4" BSPP (G3/4) F

Cooling water, inlet 3/4" BSPP (G3/4) F

Cooling water, outlet 3/4" BSPP (G3/4) F

Empty weight 159 kg

Colour RAL 7035

Temperature range 5-40 °C

Relative humidity 40-80 % RH (non-condensing, no ice formation)

Continuous sound pressure level < 70 dB (A)

Power supply 200-240 V / 380-480 V, 50 / 60 Hz

Conductor cross-section, connection cable 200-240 V: 16 mm², 380-480 V: 6 mm²

Protection class, unit IP44, IP54 optional

Marking CE, UL-ready
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